
J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

J
 

`~äáéÉê’ë
c~ãáäó=çÑ=

iáèìáÇ=e~åÇäÉêë=

áååçî~íáçå
ïçêâáåÖ

Worldwide  Offices

BBeenneelluuxx
Caliper Life Sciences N.V.
Klapstraat 13
B-1790 Teralfene, Belgium
Telephone: +32-53-66-26-70
Fax: +32-53-66-27-32

FFrraannccee  
Caliper Life Sciences S.A.
ZAC PARIS-NORD II
13 rue de la Perdrix
BP 48016 Tremblay en France
95911 Roissy CDG Cedex, France
Telephone: +33-1-48-63-71-35
Fax: +33-1-48-63-71-53

GGeerrmmaannyy
Caliper Life Sciences GmbH
Eisenstrasse 9c
DE-65428 Rüsselsheim, Germany
Telephone: +49-6142-834-93-0
Fax: +49-6142-162-821

JJaappaann
Caliper Life Sciences Japan
Saito-Bldg. 2F
Yushima 2-17-15, Bunkyo-ku
Tokyo  113-0034, Japan
Telephone: +81-3-5840-6551
Fax: +81-3-5840-6554

SSwwiittzzeerrllaanndd
Caliper Life Sciences AG
Nordstrasse 17
CH-4665 Oftringen, Switzerland
Telephone: +41-62-788-7000
Fax: +41-62-788-7017

UUnniitteedd  KKiinnggddoomm
Caliper Life Sciences Ltd.
1 Wellfield
Preston Brook
Runcorn, Cheshire WA7 3AZ 
United Kingdom
Telephone:+44-1928-711448
Fax: +44-1928-791228

Caliper Life Sciences has 
representative offices worldwide.  
Please visit www.caliperLS.com
for locations and contact 
information.

�2006  Caliper Life Sciences, Inc.
All rights reserved.

Maestro, RapidPlate and Twister are regis-
tered trademarks. The Caliper Logo, iSeries, 
Zephyr and the phrase Working Innovation
are trademarks of Caliper Life Sciences, Inc.

SC-BR-01  12/06

Caliper Life Sciences
Corporate Headquarters
68 Elm Street
Hopkinton,  MA 01748-1668
1-508-435-9500
www.caliperLS.com
Fax: 1-508-435-3439
Email: cust.support@caliperLS.com

Zephyr with HVH 119627-01 
Zephyr with HV Head and gripper 119627-02 
Zephyr with HV Head, gripper and filtration kit - 110V 119627-03
Zephyr with HV Head, gripper and filtration kit - 220V 119627-04 

Sciclone HV Head (96 channel, 1-200 μL) 109947
Sciclone HV Head & Disposable Tip Z-8 109948
Sciclone HV Head & Fixed Cannula Z-8 109949

Sciclone LV Head (384 channel, 0.5-25 μL) 109950
Sciclone LV Head & Disposable Tip Z-8 109951
Sciclone LV Head & Fixed Cannula Z-8 109952

Sciclone i1000, W/20 position deck, 110V 96 channel version 113698
Sciclone i1000, W/20 position deck, 220V 96 channel version 116445

RapidPlate 96/384 w/RS232 72900
RapidPlate w/RS232 &  On-line Fill/Tip Washing 79019

Twister II with one pod, no controller 79838
Twister II with one pod and with controller 101030
Twister II  with square base, grey, with controller 105602

Ordering Information
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The Most Precise, Adaptable, and Scalable
Liquid Handling Solutions You Can Buy

* depending on head choice
** with Hyperstax

o~éáÇmä~íÉ
Six-position workstation 
for basic liquid handling
The RapidPlate is our entry level workstation, 
offering basic liquid handling. Its small footprint and 
light weight make it easy to place on any bench or 
laminar flow hood.

The RapidPlate can be operational within minutes, 
and does not require the operator to calibrate the positions.

- 96 channel pipettor
- Volume range: 1 μL to 200 μL
- Disposable tips
- Plate types: 96, 384
- 6 position deck
- Dimensions: 46 cm (18 in) W x 51 cm (20 in) D x 73 cm (29 in) H
- Accessories : On-line fill reservoir

wÉéÜóê
Sample preparation liquid handler
Zephyr is the newest addition to Caliper’s liquid handling family.
Targeted at users needing a powerful workstation in a compact
space, the Zephyr provides low cost access to advanced liquid
handling techiques.

- 96 channel pipettor
- Volume range: 1 μL to 200 μL
- Disposable tips
- Plate type: 96, 384
- 12 positions deck
- Dimensions:  76 cm (30 in) W x 58 cm (23 in) D x 66 cm (36 in) H
- Accessories : gripper, vacuum filtration, and more

`~äáéÉê=pÅáÅäçåÉ=^ie=PMMM
The most precise answer for genomic, 
proteomic and drug screening applications
The Sciclone ALH 3000 is the foundation of our family of 
liquid handling workstations. With the exception of the Zephyr,
the ALH 3000’s proven performance, open-deck design, and 
integration friendly architecture, makes it the most flexible 
liquid handler on the market.

- 8/96/384 channel pipettor
- Volume range: 0.1 μL to 200 μL*
- Disposable tips or fixed cannula
- Plate type: 96, 384, 1536
- 20 to 80** positions deck
- Dimensions:  122 cm (48 in) W x 71 cm (28 in) D x 94 cm (37 in) H
- Seven "swap-on-the-fly" arrays and a wide choice of accessories

`~äáéÉê=pÅáÅäçåÉ=áJpÉêáÉë
Intelligent high-volume multichannel pipetting
The Sciclone i-Series uses revolutionary technology to provide 96 
independent pipetting channels. It is the only liquid handler in the 
market capable of simultaneously transferring 96 different volumes, 
and reporting volume data. 

- 8/96 channel pipettor
- Volume range: 5 μL to 1000 μL*
- Disposable tips to fixed cannula
- Plate type: 96, 384
- 20 to 80** position deck
- Dimensions:  122 cm (48 in) W x 71 cm (28 in) D x 97 cm (36 in) H
- Wide choice of accessories

j~Éëíêç
The next generation 
liquid handling software
Maestro is the culmination of 25 years of liquid 
handling and system integration experience. 
Beyond liquid handling operations, Maestro 
provides seamless control of peripherals, 
enhancing the operator's ease of use. 
Maestro powers Zephyr and all Sciclones.

qïáëíÉê=ff=jáÅêçéä~íÉ=e~åÇäÉê
The industry standard plate mover
Recognized as the industry standard plate handling robot, the 
Twister II can integrate with most liquid handlers and is 
compatible with most instrument plate locators.

- Increases system by capacity to up to 400 plates, 
allowing plenty of walk-away time

- 5 axes of motion - make Twister II compatible with virtually 
any instrument adapter

- Compact size and removable stacks ensure the flexibility 
to fit in limited space


